
*GC3 (GROUND CLIPS) OPTIONAL

48"

8"

7"36"

64"

51"

58"
57 1/2"

MANUFACTURED LENGTH IS 1/8"

LESS THAN PART NUMBER.

H40 DESIGN

64,000 LBS / AXLE

8"

57 1/2"

56 3/4"

BXCS4836-120

WEIGHT:  10,300 LBS

LXC4836-120

WEIGHT:  4,530 LBS

3"

3"

8"

8"

3"

3"

120" (+0-1/8")

120" (+0-1/8")

3/4" COIL

LIFTING

INSERT

16 GA

PRE-GALV

STEEL IMPACT

CHANNEL

14"

29 1/2"

14"

30" 60" 30"

BROOM FINISH

AND EDGE

A-ANCHOR

4CA14

(TYP 4)

GC3 (TYP)*

TYPICAL H40 ROAD CROSSING

SECTION 48"W x 36"D

BXCS4836-120

LXC4836-120

8" 48" 8"

7"

36"

8"

64"

51"

58"

57 9/16"

GC3 (TYP)*

16 GA

PRE-GALV

STEEL IMPACT

CHANNEL

NEOPRENE

BEARING PAD

(INSTALL BEFORE

LID PLACEMENT)

3"

3"

Trenwa Inc.

FORT THOMAS, KY 410751419 ALEXANDRIA PIKE 859-781-0831

Date: Dwg. No.

BXCS4836-120

TYPICAL ROAD CROSSING BASE, LID &

SECTION FOR 48" WIDE x 36" DEEP H40 TRENCH

1/21/21


	Sheets and Views
	Layout1


