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8.000 * ‘f _ Ad’\ For the highest cable arm load capacity:

(TYP) y. 4./ 1. INSTALL DROP-IN ANCHORS AS SHOWN IN THIS DRAWING AND AS

/ 9 s DESCRIBED BELOW:
; 625(TYP) ! e A DRILL 1/2" DIAMETER HOLES 1-5/8" DEEP.
I B. BLOW OUT HOLES.
N | C. DRIVE ANCHORS FLUSH WITH THE SURFACE OF CONCRETE.

THIS DIMENSION MAY BE / / |t 500 D. EXPAND ANCHORS WITH FRT-138 SETTING TOOL. THE ANCHOR
ADJUSTED TO APPLICATION @ g I y 3627 = ) : IS PROPERLY EXPANDED WHEN SHOULDER OF SETTING TOOL
REQUIREMENTS. ( )4 ‘ (TP) IS FLUSH WITH THE TOP OF ANCHOR.

| 2500(7P) ‘ 7 \ 2. INSTALL FLAT WASHERS AND TIGHTEN CAP SCREWS JUST ENOUGH
I L 4 U TO ATTAIN A SNUG FIT.  AVOID HIGH SCREW TORQUE WHICH
£ 2 ) — INDUCES COMPRESSIVE STRESS.
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y- H H HEX HEAD CAP SCREW AND WASHER NOTES:
| a > 1. UNDERGROUND DEVICES, INC. TYPE 316 STAINLESS STEEL CAP SCREWS
{4 5 CONFORM TO ASTM F593G316.
¢ § 2. ’F5936316” AND THE MANUFACTURER'S IDENTIFICATION IS STAMPED ON
) = THE HEAD OF EACH CAP SCREW.
§ & ALTERNATE CABLE 3. "316” IS STAMPED ON ONE SIDE OF EVERY UNDERGROUND DEVICES,
[ # ) INC. TYPE 316 STAINLESS STEEL WASHER.
e SPACING 4. TYPE 316 STAINLESS STEEL CAP SCREWS AND WASHERS ARE MORE
L N H { CORROSION RESISTANT THAN TYPE 18-8 STAINLESS STEEL.
) HE 5. TYPE 316 STAINLESS STEEL IS NON-MAGNETIC.
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C FRONT VIEW . Installation Details For Attaching Arm To A Concrete Wall
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1. CABLE EXAMPLES AND WIRE TIES ARE NOT SHOWN IN SECTION A-A

THIS INFORMATION IS BASED ON OUR EXPERIENCE
TO DATE AND WE BELIEVE IT TO BE RELIABLE. IT
IS INTENDED ONLY AS A GUIDE FOR USE AT YOUR
DISCRETION AND RISK.  WE CANNOT GUARANTEE
FAVORABLE RESULTS AND ASSUME NO LIABILITY
IN CONNECTION WITH ITS USE OR USE OF THE
PRODUCTS DESCRIBED

OR FRONT VIEW.

2. HARDWARE IS NOT INCLUDED WITH ARMS. (i.e. ANCHORS, WASHERS,

CAP SCREWS, AND WIRE TIES ARE SOLD SEPARATELY.)

3. DIMENSIONS AND NOTES LABELED "(TYP)" ARE TYPICAL OF MULTIPLE

PLACES ON THIS DRAWING.
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Using 3/8-16 Drop-In Anchors
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