GENERAL INSTALLATION GUIDE LINES:
1. BE SURE THE SURFACE OF THE CONCRETE WALL IS FLAT AND SMOOTH.
2. ONE FASTENER SHOULD BE INSTALLED IN EACH OF THE SADDLE RACKS LUMINATED HOLES.
3. INSTALL EACH DROP-IN ANCHOR AS SHOWN ON THIS DRAWING AND AS DESCRIBED BELOW.
   A. DRILL A 5/8" DIA HOLE 2–3/32" DEEP.
   B. BLOW OUT HOLE.
   C. DRIVE ANCHOR 5/32" TO 5/32" BELOW THE SURFACE OF THE CONCRETE SURFACE.
   D. EXPAND ANCHOR WITH FH112 SETTING TOOL. ANCHOR IS PROPERLY SET WHEN SHOULDER OF SETTING TOOL IS FLUSH WITH THE TOP OF ANCHOR.

GENERAL INSTALLATION GUIDE LINES (CONTINUED):
4. INSTALL THE FLAT WASHER AND TIGHTEN THE CAP SCREW JUST ENOUGH TO ATTAIN A SNUG FIT. AVOID HIGH SCREW TORQUE WHICH INDUCES COMPRESSION STRESS.

NOTES:
* SADDLE RACK AND LOCK ARE ALSO AVAILABLE IN GLASS REINFORCED NYLON. ADD "N" SUFFIX TO CATALOG NUMBER.

* U.S. PATENT No. 228737 *